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ITEM 530
!

BARRICADES, SIGNS, AND TRAFFIC HANDLING

This item shall govern for providing, installing, moving, repairing, maintaining,
cleaning and removing upon completion of work, all barricades, signs, cones,
lights and other such type devices and of handling traffic as indicated on the plans
or as directed by the Engineer.

GUIDELINES FOR BARRICADING ON
CITY RIGHT-OF-WAY:
The barricade contractor must locally maintain
sufficient materials in stock to accommodate three or
more construction phases per project.  These will
include all applicable traffic control sign types,
trucks, trailers, arrow boards, and all other traffic
control devices assigned to the Contractor’s
barricading operation.

The Texas Manual on Uniform Traffic Control
Devices (TMUTCD), Section 6A-6, requires the
appropriate training for all personnel who are
involved in the selection, placement, and
maintenance of traffic control devices on
construction projects.  The City of San Antonio
requires that all personnel associated with barricading
operations and traffic handling possess certificates
from either of the two groups below.  Each certificate
will be valid for four years.

Barricading Training

Texas Engineering
Extension Service

American Traffic
Safety Service

Association

Work Zone Traffic
Control

Training Course for
Worksite Traffic

Supervisors

The Contractor shall have a minimum of one
barricade supervisor and three persons who are
responsible for construction work zone traffic
control.  These persons shall be based in the San
Antonio metropolitan area and their sole tasks shall
be implementing and maintaining construction work
zone traffic control devices.

The Contractor shall have a commercial telephone
answering service during non-working hours.  The
contractor shall provide the City during working
hours with an office telephone number, pager
number, and cellular telephone number to contact the
barricading supervisor.  The contractor must be able

to respond to any call within two hours.  The
barricading contractor or General Contractor must
possess liability insurance in the minimum amount of
one million dollars.  A copy of the liability policy
must be sent to the City Traffic Engineer for approval
48 hours prior to starting barricading operations.

The contractor shall comply with all standards set
forth in the plan barricade detail sheets.  One non-
compliance letter issued by the City to the Contractor
in regard to construction work zone traffic control,
and not corrected within 48 hours, will be cause for
delay of payment for this item.

If the general contractor elects to do his own
barricading, he must comply with all the foregoing
requirements.  Additionally, a general contractor will
be required to submit a traffic plan at least 72 hours
in advance (excluding weekends and holidays) of
starting work in each construction phase.  Upon
satisfactory evidence of competent barricading
expertise, this requirement for a traffic plan may be
waived by the City Traffic Engineer.

CONSTRUCTION METHODS:
All barricades, signs, and other types of devices listed
above shall conform to the requirements of the
TMUTCD. It is the contractor’s responsibility to see
that all traffic control devices are properly installed
and maintained at the job site.  If it is determined by
the Traffic Engineering Representative that the traffic
control devices do not conform to the established
standards, or are incorrectly placed to protect the
general public, the Traffic Engineer shall have the
option to stop the work, at no expense to the City,
until the situation is corrected by the Contractor.  If it
is determined that additional temporary traffic control
devices, special directional devices, and/or business
name signs are required, they will be provided by the
contractor at no additional cost.  As work progresses,
the location of temporary traffic control devices will
be adjusted and modified as necessary by the
Contractor.
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All retro reflective traffic control devices such as
barricades, vertical panels, signs, etc., shall be
maintained by cleaning, replacing or a combination
thereof such that during darkness and rain, the retro
reflective characteristics shall equal or exceed the
retro reflective characteristics of the standard
reflective panels in the Inspector’s possession.

The contractor shall contact the City of San Antonio
Traffic Operations Section prior to removing any
traffic signs or traffic signals.  Prior to completion of
the contract and removal of barricades, all applicable
permanent traffic signs and signals must be in place
and functioning properly.  All permanent signs or
traffic control devices missing or damaged during
construction shall be replaced at the contractor’s
expense.  Permanent pavement marking shall be
applied prior to the opening of any street to traffic.
Temporary short-term expendable pavement
markings may be provided prior to application of
permanent markings.

The contractor must maintain all streets open to
through traffic by repairing trenches, potholes, etc., at
no direct payment.  The contractor shall provide
reasonable access to residences and all businesses
within all phases of the work, as well as providing
suitable access accommodations for school children,
pedestrians, garbage pick-up and mail delivery by the
US Postal Service.  Temporary pedestrian crossing
will be determined in the field by the Police

Department School Services Unit.  Temporary
pedestrian crossings shall be 4 feet wide by 4 inches
thick asphalt treated base and will be paid for under
Item 206.

MEASUREMENT:
This item will be measured by “Lump Sum” as
indicated on the plans.

PAYMENT:
This item will be paid for at the contract lump sum
price bid for “barricades, signs, and traffic handling”.
This price shall be full compensation for furnishing
all labor, materials, supplies, equipment and
incidentals necessary.  To complete the work as
specified.  The lump sump price will be pro-rated
based on the number of workdays in the project
contract.  Failure to complete the work within time
allowed in the project contract due to approving
designs, testing, material shortages, closed
construction season, curing periods, and testing
periods will not qualify for additional compensation.
When additional work is added by an approved field
alteration or when work is suspended for the
convenience of the City, through no fault of the
contractor, additional compensation may be paid to
the Contractors.

BID ITEMS:
Item 530: Barricades, Signs and Traffic Handling,

“Lump Sum”
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